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(3) A railroad grade crossing con-
trolled by a functioning highway traf-
fic signal transmitting a green indica-
tion which, under local law, permits
the commercial motor vehicle to pro-
ceed across the railroad tracks without
slowing or stopping.

(4) An abandoned railroad grade
crossing which is marked with a sign
indicating that the rail line is aban-
doned,

(5) An industrial or spur line railroad
grade crossing marked with a sign
reading ‘‘Exempt.’’ Such ‘‘Exempt’’
signs shall be erected only by or with
the consent of the appropriate State or
local authority.

(Sec. 12, 80 Stat. 931; 49 U.S.C. 1651 note; 49
U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60)

[33 FR 19732, Dec. 25, 1968, as amended at 35
FR 7801, May 21, 1970; 38 FR 1589, Jan. 16,
1973; 40 FR 44555, Sept. 29, 1975; 45 FR 46424,
July 10, 1980; 47 FR 47837, Oct. 28, 1982; 59 FR
63924, Dec. 12, 1994; 60 FR 38746, 38747, July 28,
1995]

§ 392.11 Railroad grade crossings;
slowing down required.

Every commercial motor vehicle
other than those listed in § 392.10 shall,
upon approaching a railroad grade
crossing, be driven at a rate of speed
which will permit said commercial
motor vehicle to be stopped before
reaching the nearest rail of such cross-
ing and shall not be driven upon or
over such crossing until due caution
has been taken to ascertain that the
course is clear.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§ 392.12 [Reserved]

§ 392.13 Drawbridges; slowing down of
commercial motor vehicles.

Any commercial motor vehicle, shall,
upon approaching a drawbridge, be
driven at a rate of speed which will per-
mit said commercial motor vehicle to
be stopped before reaching the lip of
the draw and shall proceed only when
the draw is completely closed.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§ 392.14 Hazardous conditions; ex-
treme caution.

Extreme caution in the operation of
a commercial motor vehicle shall be
exercised when hazardous conditions,
such as those caused by snow, ice,
sleet, fog, mist, rain, dust, or smoke,
adversely affect visibility or traction.
Speed shall be reduced when such con-
ditions exist. If conditions become suf-
ficiently dangerous, the operation of
the commercial motor vehicle shall be
discontinued and shall not be resumed
until the commercial motor vehicle
can be safely operated. Whenever com-
pliance with the foregoing provisions of
this rule increases hazard to pas-
sengers, the commercial motor vehicle
may be operated to the nearest point
at which the safety of passengers is as-
sured.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§ 392.15 Required and prohibited use
of turn signals.

(a) Turns. Every commercial motor
vehicle turn shall be signaled for a dis-
tance of not less than 100 feet in ad-
vance of, and during, the turning move-
ment by flashing the turn signals at
the front and the rear of the commer-
cial motor vehicle on the side toward
which the turning movement is made.

(b) Entry into traffic stream. Turn sig-
nals shall be flashed to indicate the di-
rection of commercial motor vehicle
movement, prior to and during entry of
the commercial motor vehicle into the
traffic stream from a parked position.

(c) Lane changes. Turn signals shall
be flashed to indicate the direction of
commercial motor vehicle movement
continuously, for a distance of not less
than 100 feet in advance of, and during,
the turning movement of the commer-
cial motor vehicle from one traffic lane
to another.

(d) Parking or disablement. Turn sig-
nals shall not be flashed on one side
only on parked or disabled commercial
motor vehicles.

(e) Courtesy or ‘‘do pass’’ signals. Turn
signals shall not be used as courtesy or
‘‘do pass’’ signals to operators of motor
vehicles approaching from the rear.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]
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